FORT BEND COUNTY

Permits for the Construction of Driveways & Culverts on County Easements and Right of Ways in Fort Bend County

SECTION 12 - PAVEMENT GEOMETRIC DESIGN DETAILS

Drawing: FBC-076
Roadway Tapers for Subdivision Streets
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(1). MINIMUM 250'—0" FOR RESTRICTED AND UNRESTRICTED RESERVES e
AND LOCATIONS WHERE A LEFT TURN LANE MAY BE REQUIRED. ~/ Aﬁf_
(2). MEDIAN OPENING MAY NOT BE ALLOWED IF MEDIAN IS LESS THAN s s e
250°—0" IN LENGTH.
NOTE:
6. APPROACH AND DEPARTURE TAPER REQUIREMENT:
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b. 350'—0” MINIMUM CENTERLINE RADIUS FOR HORIZONTAL CURVE wiTH |70 a0 2eh
APPROACH OR DEPARTURE TAPERS 70 27 325
c. APPROACH AND DEPARTURE TAPER REQUIREMENT: 80 20 150
&0 27 250
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R OAD WAY TAP ER S APPROVED BY: " DRAWN BY:
LOUIS HOCD L. BRDECKA_
FOR DATE DRAWN: 2—15-00 DRAWING NO.:
SUBDIVISION STREETS |.cse. FBC—076
FORT BEND COUNTY ENGINEERING DEPARTMENT

rev. 3/24/2014




